
N-MC-AFM-R
MCP Accessory - Intelligent Flush Mount Adaptor - Red

Details

Allows for easy manual call point recess mounting, reducing the height of

the manual call point on the wall

Various fitment options allow for installation on most high quality

European wall boxes

General

The innovative range of enhanced intelligent devices offer advanced

features for reliability and peace of mind. Coupled with patented

features for ease of installation and maintenance of both new and

legacy fire detection systems, it’s a perfect match for exceptional

overall performance.

The N-MC-AFM-R manual call point recess mount accessory allows

for mounting the ActivSense series manual call points on an

embedded wall box. Recess mounting reduces the overall protruding

height of the manual call point substantially thereby improving the

aesthetics of the device when fitted to the wall.



N-MC-AFM-R
MCP Accessory - Intelligent Flush Mount Adaptor - Red

Technical specifications

Allmänt
Compatibilidad Intelligent manual call points

Mått
Dimensiones físicas 87.1 x 87.1 x 7.5 mm (L x W x D)
Color Rojo (RAL 3028)
Tipo de Montaje Montaje en pared
Material Autoextinguible Noryl SE100

Miljö
Antivandálico No
Entorno Interior

Regulatory
Cumplimiento CE, REACH, RoHS 2, WEEE

Como empresa innovadora, Carrier Fire & Security se reserva el derecho de modificar las

especificaciones de los productos sin previo aviso. Para conocer las últimas especificaciones de los

productos, visite la Web de es.firesecurityproducts.com o póngase en contacto con su comercial.
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